
  Approved Model List No. AML-8038 

Original Issue Date:  02 May 2014 

Page 1 of 1 

 

               F. Atlee Dodge Aircraft Services, LLC 
                                      6672 Wes Way  *  Anchorage, Alaska 99518 

                                       Phone: (907) 344-1755  *  Fax: (907) 344-6720 

                                       atleedodge@acsalaska.net ~ www.fadodge.com 

 

  

FAA APPROVED MODEL LIST (AML) 

 
for STC# SA02433AK 

Installation of Oversize Rudder and/or Elevators on 
Piper PA-18 Super Cub and Variants 

 
Piper (or present Holder) 

Model Numbers 

TCDS Certification 

Basis 

Required FAA 

Approved Data 

Required FAA 

Approval for PA-18 

style horizontal tail: 

Piper 

PA-18, PA18S,  

PA-18 ‘105’ (Special),  

PA-18S ‘105’ (Special),  

PA-18A,  

PA-18 ‘125’ (Army L-21A) 

PA-18S “125”, PA-18AS “125”, 

PA-18 ‘135’ (Army L-21B), 

PA-18A ‘135’, PA-18S ‘135’, 

PA-18AS ‘135’, PA-18 ‘150’, 

PA-18A ‘150’, PA-18S ‘150’, 

PA-18AS ‘150’,  

PA-19 (Army L-18C) 

PA-19S 

1A2 CAR Part 3 Installation 

Instructions: 

  II-8038 

Instructions for 

Continued 

Airworthiness: 

  ICA-8038 

Additional 

Documents: (None) 

N/A 

(FS2002 Corp) 

PA-14 

A-797 CAR Part 3 Installation 

Instructions: 

  II-8038 

Instructions for 

Continued 

Airworthiness: 

  ICA-8038 

Additional 

Documents: (None) 

STC SA5-33 

(FS2003 Corp) 

PA-12, PS-12S 

A-780 CAR Part 3 Installation 

Instructions: 

  II-8038 

Instructions for 

Continued 

Airworthiness: 

  ICA-8038 

Additional 

Documents: (None) 

STC SA5-33 

 

mailto:atleedodge@acsalaska.net
http://www.fadodge.com/

